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HOLMEN PELLET DURABILITY —
TESTING strength in pellet durability

The Holmen range of Pellet Testers provide a versatile means of Durability Testing for animal feed pellets,
wood pellets and many other types of pellets. The Holmen range consists of 4 models.

HOLNM=N" NHP200

Suitable for Animal Feed Pellets

The Holmen NHP200 is designed to provide worldwide benchmark test results
calculating the ‘Pellet Durability Index’ (PDI).

The machine is ideally suited to laboratory type environments. It provides the
possibility for a manufacturer of pellets to test them under different conditions i.e.
recipe, age and temperature to provide accurate results and refine pellet production
to suit their customers parameters.

The NHP200 is fully automatic and will provide a PDI result without user
intervention. With a reduction in labour input the possibility of human error is
eliminated.

Results are displayed on a LCD readout and if the printer option is chosen as a
hard copy record. Results can also be captured by Serial Software.
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Flagship of the New Holmen pellet testing range.

Designed to provide benchmark test results calculating the 'Pellet Durability Index' (PDI).
Ideally suited for busy laboratories and testing environments.

Test reproductability accuracy of £ 0.1%

Once a test sample has been loaded, the machine will automatically provide a PDI result
without any further user intervention.

Reduction in labour input means the possibility of human error is eliminated.

Results are displayed on the LCD readout, option of printed hard copy or sent directly to
the Mill Control / Data Collection Software.

SPECIFICATIONS
Electricity Supply : 115V / 230V, 50/60Hz

Pressure : 'PDI' Cycle 70 mBar

Size (LxWxH) mm : 440 x 720 x 690

Weight : 60 kg

More details available at : www.chandleradamslic.com
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